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21
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10

AMP, SERVO, DSP, DAC

MOTOR DRIVER

4CH SERVO DRIVER

CD CORE UNITA

A
2/2

Decimal points for resistor
and capacitor fixed values
are expressed as :
2.2    2R2
0.022    R022

← 
← 

The > mark found on some component parts indicates
the importance of the safety factor of the part.
Therefore, when replacing, be sure to use parts of
identical designation. 

Symbol indicates a resistor.
No differentiation is made  between chip resistors and
discrete resistors.

NOTE :

Symbol indicates a capacitor.
No differentiation is made  between chip capacitors and
discrete capacitors.

A1/2



CDX-FM1277,FM1279
1 2 3 4

1 2 3 4

D

C

B

A

SYSTEM CONTROLLER
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SRAM

IP-BUS DRIVER B
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K

Ω
(B

)

C
N

70
1

19kHz LPF ADD ON MODE

LOOP FILTER

6V REG.

3V REG.

5V REG.

VD REGULATOR

IP

8

5

1

A
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EXTENSION UNIT



33KΩ(B)

F CN501

G CN901

BU

ACC

GND

FUSE  2A

1K(1/2W)

CEK1018

MAX AMP PILOT BUFFER AMP

ILTER

IP-BUS B EXTENSION UNIT

8 9 10 11

5 6 7

1 2 3 4

1
23

45

CDX-FM1277,1279
5 6 7 8

5 6 7 8

D

C

B

A

B



CDX-FM1277,FM1279
1 2 3 4

1 2 3 4

D

C

B

A

F

ANTENNA SELECT UNIT

B
CN401

F

TUNER

ANTENNA

ANTENNA SELECT UNIT
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DISPLAY ASSY
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 D
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